


Origin of Isobars





Bore Dia 

3/32" 0.093" 0.001" 0.003" N/A 0.096"

1/8" 0.124" 0.001" 0.003" N/A 0.127"

5/32" 0.156" 0.001" 0.003" N/A 0.159"

3/16" 0.185" 0.001" 0.003" 4-40NC 0.189"

1/4" 0.249" 0.001" 0.003" 4-40NC 0.252"

5/16" 0.311" 0.001" 0.003" 6-32NC 0.314"

3/8" 0.374" 0.001" 0.003" 6-32NC 0.377"

1/2" 0.499" 0.001" 0.003" 10-24NC 0.502"

5/8" 0.624" 0.001" 0.003" 10-24NC 0.627"

3/4" 0.748" 0.001" 0.003" 3/8-16NC 0.752"

1" 0.998 0.001" 0.003" 3/8-16NC 1.002

Bore Dia

3mm 2.99mm 0.025mm 0.065mm N/A 0.121"

4mm 3.96mm 0.025mm 0.065mm N/A 0.159"

5mm 5.00mm 0.025mm 0.065mm M-2 x 0.4 0.200"

6mm 5.97mm 0.025mm 0.065mm M-2 x 0.4 0.238"

8mm 7.98mm 0.025mm 0.065mm M-2 x 0.4 0.317"

10mm 9.91mm 0.025mm 0.065mm M-5 x 0.8 0.394"

12mm 11.86mm 0.025mm 0.065mm M-5 x 0.8 0.471"

15mm 14.86mm 0.025mm 0.065mm M-5 x 0.8 0.589"

16mm 15.98mm 0.025mm 0.065mm M-5 x 0.8 0.633"

18mm 17.88mm 0.025mm 0.065mm M-6 x 1.0 0.708"

20mm 19.84mm 0.025mm 0.065mm M-6 x 1.0 0.785"

25mm 24.84mm 0.025mm 0.065mm M-6 x 1.0 0.982"

30mm 29.85mm 0.025mm 0.065mm M-6 x 1.0 1.179"

NOTES:

Material: Copper

Maximum safe temperature: 500°F

Isobar sizes, 3/32", 1/8", 5/32", 3mm & 4mm will have  and exposed capillary per below picture

(+/-) 0.001"

  ISOBAR STANDARD SIZES

Hole Drill Size & Tolerance
Tolerance

OD Size Actual OD +Tolerance -Tolerance Extractable Threads

Hole Dril Size & Tolerance

ISOBAR IMPERIAL SIZES

Tolerance
OD SIZE Actual OD +Tolerance -Tolerance Extractable Threads

(+/-) 0.001"

(+/-) 0.001"

(+/-) 0.001"

(+/-) 0.001"

(+/-) 0.001"

(+/-) 0.001"

(+/-) 0.001"

(+/-) 0.001"

(+/-) 0.001"

(+/-) 0.001"

ISOBAR LENGTH TOLERANCE = +0.00/-1.5mm

ISOBAR LENGTH TOLERANCE = +0.000/-0.060"

ISOBAR METRIC SIZES

(+/-) 0.001"

(+/-) 0.001"

(+/-) 0.001"

(+/-) 0.001"

(+/-) 0.001"

(+/-) 0.001"

(+/-) 0.001"

(+/-) 0.001"

(+/-) 0.001"

(+/-) 0.001"

(+/-) 0.001"

(+/-) 0.001"

(+/-) 0.001"





(+0.00"/-0.015")
(+0.0mm/-0.4mm)

(+0.00"/-.06")
(+0.0mm/-1.5mm)

(+0.00"/-0.03")
(+0.0mm/-0.8mm)

(+0.001"/-0.003")
(+0.025mm/-0.065mm)

B

D

A

(±0.006")
(±0.15mm)

F

CE

QTY A B C D E F
0.063" (1.6MM) Extractable Threads

0.063" (1.6MM) Extractable Threads

0.063" (1.6MM) Extractable Threads

0.063" (1.6MM) Extractable Threads

0.063" (1.6MM) Extractable Threads

(+0.00"/-.06")
(+0.0mm/-1.5mm)

(+0.00"/-0.03")
(+0.0mm/-0.8mm)

(+0.001"/-0.003")
(+0.025mm/-0.065mm)

(±0.01")
(±0.25mm)

(+0.00"/-0.015")
(+0.0mm/-0.4mm)

BG(±0.006")
(±0.15mm)

F

E

A

D

C

QTY A B C D E F G
0.063" (1.6MM) Extractable 

Threads
0.063" (1.6MM) Extractable 

Threads
0.063" (1.6MM) Extractable 

Threads
0.063" (1.6MM) Extractable 

Threads
0.063" (1.6MM) Extractable 

Threads



(+0.00"/-0.015")
(+0.0mm/-0.4mm)

(+0.00"/-.06")
(+0.0mm/-1.5mm)

(+0.001"/-0.003")
(+0.025mm/-0.065mm)

(+0.00"/-0.03")
(+0.0mm/-0.8mm)

(±0.01")
(±0.25mm)

D
B

(±0.006")
(±0.15mm)

F

A

C

E

QTY A B C D E F
0.063" (1.6MM)

0.063" (1.6MM)

0.063" (1.6MM)

0.063" (1.6MM)

0.063" (1.6MM)
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